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 Feature
 supports 1-LANE 2.5/5Gps PCI Express bus
 supports PCI Express 2.1
 supports 2.5G and 1G lite mode
 10/100/1000M/2.5Gbps data rate auto negotiation operation
 supports crossover detection& Auto-Correction
 fully compliant with IEEE802.3, 802.3u and 802.3ab
 supports IEEE 1588v1,IEEE 1588v2,IEEE 802.1AS time synchronization
 supports IEEE 802.1Qav credit-based shaper algorithm
 supports IEEE 802.1ad Double VLAN
 supports IEEE 802.3az (ENERGY Efficient Ethernet)
 supports IEEE 802.3bz (2.5GBase-T)
 supports IEEE 802.1P layer 2 Priority Encoding
 supports 802.1Q VLAN tagging
 supports Full Duplex flow control (IEEE.802.3x)
 supports jumbo frame to 16K bytes
 supports Virtual Machine Queue(VMQ)
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 supports quad core Receive-Side Scaling(RSS)
 supports Protocol Offload(ARP&NS)
 supports Microsoft WPI (Wake Packet Indication)
 wake-On-LAN and "RealWoW"Technology (remote wake-up) support
 supports ECMA-393 ProxZzzy Standard for sleeping hosts

 Specification

 Accessories
 1 x PCI Express Gigabit Ethernet controller card
 1 x User Manual
 1 x Low-profile bracket

Chipset ID RTL8125B

Number of Ports 1 Port

Transfer Rate 2.5G

OS Compatibility Windows ME,98SE, 2000, XP, Vista, 7, 8 and 10 32-/64-bit
Windows Server 2003, 2008, 2012and 2016 32 -/64-bit
Linux, MAC OS and DOS


