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 Feature
 Compatible with PCIe 2.0 specifications
 Compliant with Serial ATA Specification 3.1
 Built-in one SFF8087 interfaces
 Supports communication speeds of 6.0 Gbps, 3.0 Gbps, and 1.5 Gbps
 Supports Hot plug and Hot Swap.
 Supports Native Command Queue (NCQ)
 Supports AHCI 1.0 programming interface registers for the SATA controller
 Supports aggressive power management
 Supports error reporting ,recovery and correction
 Supports Message Signaled Interrupt (MSI)
 Supports Programmable transmitter signal levels
 Supports Port Multiplier FIS based switching or command based switching.
 Supports Partial and Slumber Power Management states
 Supports SATA Gen 1i, Gen 1x, Gen 2i, Gen 2m, Gen 2x, and Gen 3i
 Supports Staggered Spin-up
 Note: Not Supported RAID on PM

PCI Express to 4 Ports SATA Card



SATA
Card

>IO-PCE9215SL-4I

Address: Room 2113-2114,Huaneng Building,2066 Shennan Road,Shenzhen,China
Telephone: 0755-88851458

1 - 2

CONTACT US

PCI ExpressSHENZHEN MMUI Co.,LTD

 Specification

 Accessories
 1 x PCI-Express to 4 Ports SATA with SFF8087 Card
 1 x User Manual
 1 x Low Profile
 1 x Mini SAS to SATA Cable

Note: Contents may vary depending on country/market

Bus Type PCI Express

Chipset ID Marvell 88SE9215

Number of Ports 4

Transfer Rate 6.0 Gbps, 3.0 Gbps, 1.5 Gbps

Dimensions 100.8（W）x 48.3（L）mm

OS Compatibility Supports Windows® XP/Vista/7/8/8.1/10 Server 2003/2008
R2,2016，Linux 2.6.x and above


